Built on Tradition
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LevelShield WLE

HT-6129

Oil/Water Separators (OWS) are an important process vessel
used to protect the environment from wastewater discharges
and runoff. Proper use and maintenance of the oil/water

separators are vital to ensure that requirements are being met.

The High-LINK® LevelShield WLE is a comprehensive OWS
monitoring and management tool that helps operators ensure
proper maintenance of the OWS system to prevent costly
environmental contamination from out of compliance
oil-in-water (OIW) outflow.

The LevelShield WLE takes our standard LevelShield W series
monitoring features and adds effluent water quality monitoring.
Not only does the WLE system monitor oil accumulation levels
inside the tank, but it goes a step further by measuring the oil
concentration (PPM) in the water as it leaves the OWS.

The WLE system helps to prevent an environmental
contaminationissue by giving you early warning of increasing
oil concentration in the discharge. When used with the
myHigh-LINK web app, it also provides a discharge reading
history, which may help prevent costly fines and cleanup
charges by providing proof your system stayed in compliance.
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Beyond monitoring, the WLE panel can also incorporate
controls for ancillary equipment on the oil/water separator
system, such as pump motors, valve motors, heaters, or a
variety of other items, depending on project-specific
requirements.

The LevelShield WLE system works seamlessly with the
myHigh-LINK software application to immediately notify
critical team members when an alarm condition is active. The
alarm goes further than the panel to ensure the condition
isaddressed. The software keeps a historical record of all
monitored points, so you always have access to objective data
to verify your maintenance records for code compliance.

The myHigh-LINK app is user-friendly, designed to easily
access clean-out history, configure email alerts, and verify
your separator is properly maintained. The software is built

to effortlessly manage multiple systems, with all products
available from the High-LINK product line from Highland Tank.
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sy5tem Features Measure | Monitor | Manage

Panel Features
«HMI touchscreen
« Customizable alarm setpoints
«Local audible/visual alarm
« Cellular, LAN, or Wi-Fiinternet connection available
«Indoor or outdoor installation
« Package includes 100’ combined supply and return tubing
for the OIW analyzer
«Includes 25 heat trace tape for tubing freeze protection
« Standard power requirements 120VAC, 1-PH, 20FLA
-Power requirements subject to change depending on
project specifications
« Customizable e-mail alerts standard, SMS alerts available
« Historical record of all monitored points
« Secure remote viewing and control of system
« Predictive maintenance tools to prevent major system
downtime
« Easily reconcile system maintenance against vendor’s bill
« Verify system stays in compliance
«5-year extended warranty with the use of myHigh-LINK
System Features web app.
« Continuous OIW reading in ppm »Reduce cost of ownership and upkeep
-Standard range 0-100, other ranges available
- Self-cleaning OIW analyzer
« Turbidity sensor to validate ppm readings
« OIW Analyzer pump performance
-Pump 25’ Max vertical lift
« Continuous level monitoring of oil and water inside the
separator
» Redundant high-level float switches
 Tank interstitial leak detection
* Monitor multiple chambers
« Control ancillary equipment such as pumps, valves, and
heaters
« Audible/Visual local alarms with alarm silence
 Additional custom monitored points available — must inquire
with a specialist.
*Remote access to view and control system using the
myHigh-LINK web app.
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