
This passive grease interceptor was installed at a hospital. The steel construction allows our inter-
ceptor to be structurally strong enough to withstand deep burial depths while providing superior 
performance. 
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Highland Tank recently  
manufactured a 24,000 gallon six 
basin passive grease interceptor 
(PGI) for a hospital application. 

The PGI was installed in the 
corner of a tower near the road 
for pumper truck access. It was 
installed at a precise depth of 24 
feet. This tank was engineered to 
withstand the overburden of the 
deep burial depth and is  
supported with Roark Calculation.

The PGI was custom-built with six 
basins and is engineered to meet 
the EPA guidelines of 100 mg/l. 
The specific design also allows for 
ease of maintenance.

The grease trap is gravity driven, 
collecting debris between a series 
of baffles with grease floating 
above the water while solids sink 
to the bottom of the tank.

In addition to the grease  
interceptor, the client also has a  
FOGSWatch level monitoring  
system to measure levels of 
grease in the tank. 

Highland Tank's passive  
grease interceptors withstand  
challenging instillations, and the 
robust steel construction allows 
the tank to be structurally strong 
enough to withstand deep burial 
depths while providing superior 
performance.

  
Call 814-893-5701 today or visit  

us at www.highlandtank.com for more 
information on grease  

interceptors. 
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